
Main Conveyor
	- 49’ (15.09m) long x  32” (800mm)  wide
	- Variable angle Troughing Rollers. 4” (102mm) dia.
	- 5” (120mm) flat return rollers.
	- Hydraulic drives
	- Primary spring mounted face scraper
	- Impact center rollers in feed boot
	- Receiving Trough – 13/64 ‘’ ( 120mm) mild steel 

	- Frame
	- Heavy Duty side frame constructed of formed plate
	- Fully enclosed power unit with hinged access doors
	- Manual folding head section
	- Manual raise/ lower telescoping pin lock
	- Towbar

Plant Capacity
	- Up to 220 USTPH (200 MTPH). (Capacity will vary with 

conditions)

Power 
–	 Single Orbital hydraulic drive motor
–	 Coupling ports on conveyor frame

Options
	- 10’’ (250mm) Hopper Extensions 
	- Hydraulic Raise Lower
	- Hydraulic Wheel Drive
	- ¼” (6mm) Abro 400 wear liners
	- Upgraded belts
	- Electric Motor Upgrade 
	- Electric Powered Radial Wheels
	- Wider Wheel Base 
	- Upgrade Scraper 

Transport
	- Containerization 
	- Head folded and wheels removed ( transported in same 

container )
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Radial Stacker


